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GENERAL PROJECT NOTES 5.  THE CONTRACTOR MUST SUBMIT MATERIAL SLIPS FOR ALL MATERIALS AND ITEMS USED ON THE PROJECT CONTROI— OF WATER NOTES ¢
1. THE PURPOSE OF THIS PROJECT IS TO PARTIALLY REMOVE THE GEER DAM TO IMPROVE FISH PASSAGE AND PER THESE DRAWINGS. THE CONTRACTOR SHALL AT ALL TIMES MAKE A REASONABLE EFFORT TO WORK OUTSIDE OF FLOWING WATER
SEDIMENT TRANSPORT. AND TO LIMIT THE DISCHARGE OF TURBID WATER.
6. THE FOLLOWING REGULATORY CLEARANCES ARE BEING SECURED BY THE OWNER FOR THIS PROJECT: INC
2. THE "OWNER” OF THIS PROJECT IS THE CONNECTICUT RIVER WATERSHED COUNCIL IN SOUTH POMFRET, 2. A TEMPORARY COFFER DAM OR CULVERT WILL BE NECESSARY TO ISOLATE FLOWING WATER FROM SEDIMENT i
VERMONT. e US ARMY CORPS OF ENGINEERS — SECTION 404 VERMONT GENERAL PERMIT AUTHORIZATION REMOVAL AND DAM REMOVAL ACTIVITIES.
e VERMONT AGENCY OF NATURAL RESOURCES — WETLANDS PERMIT ENGINEERING » PLEGNING o
3. THE OWNER MAY DESIGNATE AN ENGINEER OR OTHER "OWNER'S REPRESENTATIVE” TO MAKE ENGINEERING e VERMONT DAM SAFETY PROGRAM — DAM ORDER (AUTHORIZATION FOR DAM REMOVAL) 3. gggcg%%RA&]OTRHySAg PPLF;%PSOSSEES SCL?E';VJE_?ALLOI\IFO%AST ETRHEU;NHEEAT DIFFERS FROM THAT SHOWN AND MANAGEMENT » DEVELOPMENT
AND/OR MANAGEMENT DECISIONS. : :
/ THE CONTRACTOR IS RESPONSIBLE FOR FAMILIARIZING HIMSELF WITH THE REQUIREMENTS OF THESE PERMITS T A
4. TOPOGRAPHIC AND PLANIMETRIC DATA SHOWN ON THESE PLANS ARE BASED ON FIELD SURVEY COMPLETED PRIOR TO BIDDING, AND FOR COMPLYING WITH THEM DURING CONSTRUCTION. CONSTRUCTION SEQUENCE TEL: (802) 728-3376
EgcgtjBVOE'ET%AF"E)'i’TLJhNAC'SPOE'\él#ltéN.ErOS’PngjE%TH§$'EZ%NATS/ELD DC/)*NTUQ"UEVE%%R;%BS GAPNS[? VERTICAL IS NAVD8S. BOUND ARY NOTES THE DAM REMOVAL SHALL BE ACCOMPLISHED IN ACCORDANCE WITH THIS PROPOSED CONSTRUCTION SEQUENCE. va’xfd(fgj),jkifg?fnl?
CONTRACTOR’S PROPOSED DEVIATIONS FROM THIS SEQUENCE MUST BE APPROVED IN WRITING BY THE OWNER AND SO. BURLINGTON, VT
5. THE ELEVATIONS, DIMENSIONS, AND LOCATION OF ALL DAM COMPONENTS SHALL BE FIELD VERIFIED BY PARCEL BOUNDARIES ARE APPROXIMATE AND ARE BASED ON DIGITIZED CADASTRAL INFORMATION FROM THE MAY ALSO REQUIRE REGULATORY APPROVAL. SPRINGFIELD, VT
CONTRACTOR. ggm?E‘TTE%QSTER FOR GEOGRAPHIC INFORMATION. D&k MAKES NOT CLAM TO TS ACCURACY OR 1. INSTALL TEMPORARY EROSION CONTROLS AND DEMARCATION FENCE AND FLAGGING TO DELINEATE THE o on b
' ALLOWABLE WORK AREA, STAGING AREA AND ACCESS ROUTE WITHIN 50 FEET OF THE WETLAND/ WETLAND © Copyright 2016 DuBois & King Inc.
° QE/ECSES'G/FF %%2'?5553;?%?%E'NSGELHQQBEETS_SklNES%%M P OF DUBOIS AND KING, AND CAN Bt 2. THE OWNER IS OBTAINING ALL EASEMENTS, RIGHTS OF WAY, AND/OR RELATED PERMISSION FROM BUFFER AREAS SHOWN ON THE PLANS. PROFESSIONAL SEAL
, LANDOWNERS AND ABUTTERS PRIOR TO CONSTRUCTION. 2. CONSTRUCT TEMPORARY EQUIPMENT ACCESS ON EAST BANK. PLACE TEMPORARY STONE FILL AS NECESSARY
7. THE OWNER'S REPRESENTATIVE MAY MODIFY THE PROPOSED GRADING IF EXISTING FIELD CONDITIONS HAVE 5 CONTRACTOR MUST STAKE OUT LIMITS OF CONSTRUCTION PRIOR T0 START OF CONSTRUGTION AND INSTALL 70 CONSTRUCT AN ACCESS RAMP PROTECTING EXISTING PENSTOCK AND A WORKING PLATFORM DOWNSTREAM NOT EOR
SIGNIFICANTLY CHANGED OR UNEXPECTED CONDITIONS ARISE (I.E. BEDROCK, LEDGE, OTHER OBSTRUCTIONS, Y DEMARCATION. BENGE. £S NECESSARY OF THE DAM.
ETC.). ' CONSTRUCTION
4. ALL CONSTRUCTION ACTIVITIES SHALL BE PERFORMED WITHIN THE PROPOSED LIMITS OF CONSTRUCTION. ANY 5. INSTALL COFFERDAM A, AS SHOWN ON THE EPSC PLAN, TO DIVERT FLOW TO THE EAST BANK UPSTREAM
8. WRITTEN DIMENSIONS HAVE PRECEDENCE OVER SCALED DIMENSIONS. THE CONTRACTOR SHALL USE CAUTION NEED 70 GO BEYOND THESE LIMITS MAY TRIGGER ADDITIONAL PERMITTING REQUIREMENTS WHICH MUST BE OF THE DAM. PERMITTING
WHEN SCALING REPRODUCED PLANS. IN CASE OF CONFLICT BETWEEN THIS PLAN SET AND ANY OTHER APPROVED BY THE OWNER IN WRITING PLANS
DRAWING OR SPECIFICATION, THE OWNER'S REPRESENTATIVE SHALL BE NOTIFIED IMMEDIATELY FOR ' 4. INSTALL COFFERDAM B, AS SHOWN ON THE EPSC PLAN, TO DIVERT FLOW TO THE EAST BANK DOWNSTREAM
CLARIFICATION. UT||_|T|ES OF THE DAM.
5. NOTCH BAY 3 OF THE DAM TO LOWER THE WATER SURFACE UPSTREAM. WIDEN NOTCH TO PERMIT
9. THE CONTRACTOR SHALL BE FAMILIAR WITH THE EXISTING CONDITIONS OF THE SITE AND SURROUNDINGS THE LOCATION OF UTILITIES SHOWN ON THESE PLANS. IF ANY, IS APPROXIMATE, AND D&K MAKES NO CLAIM FQUIPMENT ACCESS UPSTREAM OF THE DAM THROUGH BAY 3. e
PRIOR TO BIDDING ON OR PERFORMING THE WORK. TO ITS ACCURACY OR COMPLETENESS. AN UNDERGROUND UTILITY SURVEY HAS NOT BEEN CONDUCTED FOR O
THIS PROJECT.
10. THE CONTRACTOR SHALL BID AND PERFORM THE WORK FROM A COMPLETE SET OF PLANS AND 6. Sgﬁ'}“ZS'iN%'g/zggEbRALAONCGULTVHE%TEAST BANK BETWEEN THE DOWNSTREAM END OF THE BRIDGE AND THE DAM >
SPECIFICATIONS, AND SHALL NOTIFY THE OWNER’S REPRESENTATIVE OF ANY CONFLICTS WITHIN THE 2. PRIOR TO THE START OF CONSTRUCTION, THE CONTRACTOR IS RESPONSIBLE FOR VERIFYING AND '
CONSTRUCTION DOCUMENTS. DETERMINING THE LOCATION, SIZE, AND ELEVATION OF ALL UTILITIES (ABOVE AND BELOW GROUND) WITHIN 7.  EXCAVATE SEDIMENT TO EXPOSE THE UPSTREAM FACE OF THE DAM.
11. THE CONTRACTOR SHALL BID AND PERFORM THE WORK IN ACCORDANCE WITH ALL LOCAL, STATE, AND THE PROJECT LIMITS, AND TO' TAKE THE NECESSARY PRECAUTIONS TO PROTECT UTILITIES DURING
: ; ; . - —~800-DIG— . _ 8. MAKE VERTICAL CUT ON WEST ABUTMENT OF THE DAM.
NATIONAL CODES. SPECIFICATIONS. REGULATIONS. STANDARDS. AND DETAILS. gl%rélsNTgucmN CONTACT DIG—SAFE AT 1-800—DIG—SAFE (WWW.DIGSAFE.COM) AT LEAST 72 HOURS BEFORE
9. BREAK APART AND REMOVE THE CONCRETE DAM ELEMENTS WITHIN THE LIMITS SHOWN ON THE PLAN.
12. NO DEVIATION OR DEPARTURE FROM THE DESIGN INTENT PRESENTED IN THE CONTRACT DOCUMENTS (PLANS 3. THE OWNER SHALL BE NOTIFIED IN WRITING OF ANY UTILITIES FOUND INTERFERING WITH THE PROPOSED
AND SPECIFICATIONS) WILL BE ALLOWED UNLESS AUTHORIZED BY THE OWNER’S REPRESENTATIVE. CONSTRUCTION, AND APPROPRIATE REMEDIAL ACTION BE SHALL BE DETERMINED AND AGREED UPON BY THE 10. REMOVE THE CONTROL OF WATER DEVICES AND ANY TEMPORARY STONE FILL.
OWNER’S REPRESENTATIVE BEFORE PROCEEDING WITH THE WORK. z
13. THE CONTRACTOR MUST RECEIVE PRIOR WRITTEN AUTHORIZATION FROM THE OWNER’S REPRESENTATIVE FOR 11. GRADE, STABILIZE AND RESEED DISTURBED STREAM BANKS. =
ANY PROPOSED SUBSTITUTIONS FOR ITEMS AND MATERIALS SPECIFIED ON THESE DRAWINGS. o
DAM REMOVAL 12. GRADE, STABILIZE AND RESEED DISTURBED SURFACES INCLUDING STAGING AREAS, MATERIAL STOCKPILES o
14. THE CONTRACTOR IS RESPONSIBLE FOR THE MEANS AND METHODS OF CONSTRUCTION AND FOR CONDITIONS AND THE ACCESS ROUTE. @
AT THE SITE. THESE PLANS NEITHER EXTEND NOR INCLUDE SYSTEMS PERTAINING TO THE SAFETY OF THE THE INTENT OF THIS PROJECT IS TO REMOVE THE THREE BAYS OF THE EXISTING DAM, EXTENDING FROM o
CONSTRUCTION CONTRACTOR OR THEIR EMPLOYEES, AGENTS, OR REPRESENTATIVES IN THE PERFORMANCE THE LEFT EDGE OF THE STEPPED FOOTER ON THE RIGHT ABUTMENT TO THE RIGHT WALL OF THE INTAKE 13. REMOVE TEMPORARY EROSION CONTROLS AND DEMARCATION FENCE.
OF THE WORK. THE CONSTRUCTION CONTRACTOR SHALL PREPARE OR OBTAIN THE APPROPRIATE SAFETY STRUCTURE. IN THE AREAS DESIGNATED FOR DEMOLITION, THE REMOVAL SHALL INCLUDE BOTH VISIBLE AND
SYSTEMS WHICH MAY BE REQUIRED BY THE U.S. OCCUPATIONAL SAFETY AND HEALTH ADMINISTRATION CONCEALED PORTIONS OF CONCRETE, STEEL REINFORCEMENT, AND TIMBER IF PRESENT. NO PORTION OF
(OSHA) AND/OR STATE AND LOCAL REGULATIONS. THE DAM WITHIN THE REMOVAL LIMITS SHALL BE LEFT IN PLACE WITHOUT WRITTEN APPROVAL FROM THE
OWNER.
15. TOXIC OR HAZARDOUS WASTE IS NOT TO BE STORED OR DISCHARGED ON OR FROM THIS SITE. ALL
FQUIPMENT IS TO BE REMOVED FROM THE RIVER CHANNEL AND ADJACENT OVERBANK AREAS DAILY OR 2. ALL CONCRETE, STEEL, AND OTHER MATERIAL GENERATED FROM THE DAM REMOVAL SHALL BE DISPOSED OF
AFTER OPERATIONS ARE COMPLETED. ALL EQUIPMENT IS TO BE STORED IN THE DESIGNATED STAGING AREA AT AN OFF—SITE LOCATION IN COMPLIANCE WITH ALL FEDERAL, STATE AND LOCAL REGULATIONS. THE OWNER
INDICATED ON THESE DRAWINGS. MAY DIRECT MATERIALS TO BE DISPOSED OF AT A SPECIFIC LOCATION WITHIN THE TOWN OF WEST FAIRLEE. "
<C
| 3. THE CONTRACTOR SHALL EMPLOY EXTREME CARE WHEN REMOVING CONCRETE IN THE VICINITY OF DAM o)
GENERAI— CONSTRUCTION ELEMENTS THAT WILL REMAIN INCLUDING THE CONCRETE RETAINING WALL AND FOOTER ON THE WEST
SITE CONDITIONS MAY DIFFER FROM THOSE SHOWN ON THE DRAWINGS DUE TO CURRENT WATER LEVEL IN ABUTMENT AND THE INTAKE STRUCTURE ON THE EAST ABUTMENT.
THE RIVER. S
4. THE VERTICAL CUT SHOWN ON THE DRAWINGS ON THE WEST ABUTMENT SHALL BE COMPLETED WITH A WIRE =
2. LOCATE STAGING AREAS AWAY FROM SENSITIVE AREAS INCLUDING WETLANDS AND STREAM BUFFERS. SAW OR SIMILAR EQUIPMENT CAPABLE OF ISOLATING THE RETAINING WALL FROM THE DAM PRIOR TO
ENGAGING IN DAM REMOVAL EFFORTS WHICH MAY DAMAGE THE WALL. THE CONTRACTOR MAY PROPOSE AN
3.  CONTRACTOR MUST STAKE OUT LIMITS OF PROPOSED WORK PRIOR TO CONSTRUCTION. ALTERNATIVE MEANS OF SEPARATING THE RETAINING WALL AND THE DAM, WHICH WOULD BE SUBJECT TO
REVIEW AND APPROVAL BY THE ENGINEER. [CONNECTICUT RIVER
4. ALL WORK SHALL TAKE PLACE OUTSIDE OF FLOWING WATER TO THE EXTENT PRACTICAL. THE CONTRACTOR WATERSHED
SHALL DIVERT FLOWING WATER FROM THE WORK AREA PRIOR TO DISTURBANCE, UNLESS OTHERWISE 5. THE FACES OF CONCRETE ALONG THE LIMITS OF DEMOLITION SHALL BE LEFT IN A NEAT CONDITION WITH LEGEND COUNCIL. INC
ALLOWED BY THE CONTROL OF WATER PLAN THIS SHEET, OR SUBSEQUENT VERSIONS APPROVED BY THE REMAINING SURFACES HAVING LESS THAN 1 INCH OF IRREGULARITY AND ANY REINFORCEMENT CUT FLUSH U , :
OWNERS REPRESENTATIVE. TO THE FACE. EYISTING
5. IF TURBID WATER IS PUMPED TO DEWATER A WORK AREA, IT SHALL BE DISCHARGED TO AN UPLAND AREA TEMPORARY STONE FILL PO BOX 94,
GREATER THAN 100 FEET FROM ANY NATURAL WATER BODY. THE CONTRACTOR MAY DISCHARGE TURBID _ — MINOR CONTOUR SOUTH POMFRET,
WATER IN SEDIMENT FILTER BAGS. THESE FILTER BAGS SHALL BE REMOVED FROM THE SITE ONCE USED. IMPORTED STONE FILL NECESSARY FOR THE TEMPORARY STABILIZATION OF A CONSTRUCTION ACCESS VT 05067
AND/OR DAM REMOVAL WORKING PLATFORM SHALL HAVE A GRADATION NO FINER THAN VAOT TYPE Il STONE ——— 715 == MAJOR CONTOUR
6. NO SUBSURFACE INVESTIGATION HAS BEEN CONDUCTED FOR THIS PROJECT. FILL. N COGE OF WOODS
ISITE ACCESS 2. ALL IMPORTED STONE FILL SHALL BE COMPLETELY REMOVED FROM THE RIVER FOLLOWING CONSTRUCTION. 5 CENCE BARBED WIRE
1. SITE ACCESS SHALL BE ALONG THE ROUTE DESIGNATED IN THESE PLANS UNLESS OTHERWISE AUTHORIZED RESTO RATION OF SURFACES NOTES WALL CONCRETE GEER DAM
IN WRITING BY THE OWNER. AT THE COMPLETION OF WORK, THE CONTRACTOR MUST REMOVE ANY TEMPORARY FILL MATERIAL AND R N REMOVAL
REGRADE, SEED, AND MULCH THE DISTURBED AREAS AS NEEDED. BUILDING
2.  THE PROPOSED ACCESS ROUTE TRAVERSES A WETLAND BUFFER VERY NARROWLY SEPARATING TWO
IDENTIFIED WETLANDS. THE CONTRACTOR SHALL CLEARLY MARK THE EXTENTS OF THE ACCESS ROUTE WITHIN 2. AT THE COMPLETION OF WORK, CONTRACTOR SHALL RESTORE ANY CONSTRUCTION/SITE ACCESS, STAGING, EDGE OF RIVER 219 ROBINSON ROAD
50 FEET OF THE BUFFER TO PREVENT IMPACTS TO WETLANDS. AND WORK AREAS TO PRE—CONSTRUCTION CONDITIONS. RESTORATION MAY INCLUDE APPLYING TOPSOIL, OHE SV ) e T WEST FAIRLEE, VT
GRASS SEED, AND MULCH TO AFFECTED LAWN AREAS AND PATCHING PARKING LOT AREAS OR DRIVEWAYS 05083
3. NO PERMANENT IMPROVEMENT TO THE ACCESS ROUTE IS CURRENTLY PERMITTED. THE CONTRACTOR IS THAT MAY HAVE BEEN DAMAGED BY CONSTRUCTION ACTIVITIES. PATCHING SHALL BE DONE WITH A MATERIAL
ENCOURAGED TO MINIMIZE IMPACT TO THE ROUTE BY LIMITING TRIPS. IF IMPROVEMENTS ARE NECESSARY TO MATCHING THAT OF WHAT THE PARKING LOT OR DRIVEWAYS IS MADE OF. NO FILL SHALL BE PLACED IN O ELECTRIC FENCE
PREVENT EXCESSIVE DAMAGE TO THE ROUTE, THE METHOD OF IMPROVEMENT SHALL BE APPROVED BY THE WETLANDS OR WETLAND BUFFERS WITHOUT WRITTEN APPROVAL FROM THE OWNER.
OWNER IN WRITING PRIOR TO IMPLEMENTATION. THE USE OF LOW IMPACT METHODS SUCH AS CONSTRUCTION DRIVE PAVED S
MATS IS PREFERRED.
REVEGETATlON NOTES S - — ROAD ASPHALT
4.  FOLLOWING COMPLETION OF THE WORK, THE ACCESS ROAD SHALL BE RESTORED BY GRADING AND SEEDING
: THE CONTRACTOR SHALL LOAM, SEED, AND MULCH (LOOSE STRAW OR COIR EROSION CONTROL FABRIC) ALL DRIVE FIELD
TO APPROXIMATE PRE—PROJECT CONDITIONS. DISTURBED AREAS OUTSIDE THE ACTIVE CHANNEL.
- XD - STONE BRIDGE ABUTMENT
2. LOAM, WHICH MAY BE STOCKPILED AT THE START OF CONSTRUCTION IF EXISTING MATERIAL IS SUITABLE, LEGEND AND NOTES
IMEETINGS SUBMITTALS, AND REQUIRED INSPECTIONS SHALL BE PLACED A MINIMUM OF 6 INCHES THICK. WOOD BRIDGE DECK
I°E SONTFACTOR AL ATIEND A ONSITE FRE-CONSTRLCTON MEETNG FROF To MOSLZATON OF 5. SEED SHALL BE AFPLED AT A RATE OF 50 LB/ACRE, USE A 50-50 WX OF NEW ENCLAID EROSION
REQUIREMENTS FOR ALL ASPECTS OF THE WORK CONTROL RESTORATION MIX FOR DRY SITES AND RESTORATION MIX FOR WET SITES BY NEW ENGLAND
' WETLAND PLANTS INC (WWW.NEWP.COM), OR APPROVED EQUIVALENT. o FENCE CHAIN LINK SRAWNEY BATE
2. THE OWNERS REPRESENTATIVE IS REQUIRED TO OBSERVE, APPROVE AND DOCUMENT CRITICAL ASPECTS OF 4 COR EROSION CONTROL FABRIC SHALL BE INSTALLED ON ANY DISTURBED STREAMBANKS AS SHOWN ON @ EBS JAN. 31 2017
THE CONSTRUCTION, WHICH WILL BE IDENTIFIED DURING THE PRE—CONSTRUCTION CONFERENCE. FAILURE OF . BENCHMARK
THE CONTRACTOR TO PROVIDE AT LEAST 48—HOUR NOTICE PRIOR TO THE INITIATION OF WORK ON CRITICAL PLANS. A HORIZONTAL VERTICAL CONTROL POINT CHECKEDBY | D&KPROJECT #
ASPECTS MAY RESULT IN DELAYS TO THE PROJECT AT NO ADDITIONAL COST TO THE OWNER.
5.  LOOSE STRAW MULCH SHALL BE APPLIED TO REMAINING DISTURBED SURFACES AT A RATE OF 2 TONS PER ATH 123457
5 THE CONTRACTOR MUST SUBMIT AN ANTICIPATED WORK SCHEDULE TO THE OWNER'S REPRESENTATIVE PRIOR ACRE. A 100% BIODEGRADABLE FABRIC WITH NO PLASTIC COMPONENTS MAY BE SUBSTITUTED. i DECIDUOUS TREE PROJ. ENG. DEK ARCHIVE #
TO THE INITIATION OF WORK AND PROVIDE UPDATES TO THE SCHEDULE EACH WEEK. o, UTILITY POLE CSE
4. IF THE CONTRACTOR INTENDS TO DEVIATE FROM THE CONTROL OF WATER PLAN AND THE CONSTRUCTION WETLAND BUFFER AREA SHEET NUMBER
SEQUENCE PRESENTED ON THESE PLANS, THE CONTRACTOR SHALL SUBMIT PROPOSALS TO THE OWNER’S
REPRESENTATIVE FOR APPROVAL AT LEAST 14 DAYS PRIOR TO START OF WORK. THE CONTRACTOR "B e
UNDERSTANDS THAT THE PROPOSALS WILL BE SUBJECT TO REVIEW AND APPROVAL BY REGULATORY
AGENCIES, AND THE OWNER IS NOT RESPONSIBLE FOR ANY DELAYS CAUSED BY THIS REVIEW OR a
REGULATORY AGENCIES’ DISAPPROVAL. W CONCRETE TO BE REMOVED
D
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SCALE IN FEET

APPROXIMATE POST DAM REMOVAL CHANNEL PROFILE IS BASED ON INTERPOLATION BETWEEN CHANNEL SURVEY UPSTREAM OF THE
IMPOUNDMENT AND DOWNSTREAM OF THE DAM. THE INTERPOLATED PROFILE WAS AUGMENTED WITH PRE—-DAM CHANNEL SURVEY FROM
THE ORIGINAL DAM DESIGN DRAWINGS. THE PRE—DAM BATHYMETRY IMPLIES THE EXISTENCE OF A BRIDGE INDUCED SCOUR HOLE, LIKELY
DUE TO THE RELATIVELY NARROW WIDTH BETWEEN THE BRIDGE ABUTMENTS. THE SCOUR HOLE WILL LIKELY REEMERGE AS THE CHANNEL
ESTABLISHES A POST—DAM EQUILIBRIUM.
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EROSION PREVENTION AND SEDIMENT CONTROL PLAN COUNCIL, INC.
10 0 5 10 20 40 PO BOX 94,
I o e oy — SOUTH POMFRET,
SCALE IN FEET VT 05067
ACCESS ROUTE SEE NOTES THIS SHEET FROSION CONTROL NOTES
1. THE CONTRACTOR SHALL IMPLEMENT EROSION PREVENTION AND SEDIMENT CONTROL
MEASURES IN ACCORDANCE WITH THE STATE OF VERMONT'S LOW RISK SITE GEER DAM
HANDBOOK. EROSION CONTROL LEGEND
REMOVAL
2. THE CONTRACTOR SHALL CONSTRUCT AND MAINTAIN EROSION AND SEDIMENTATION SF SF SILT FENCE
CONTROL DEVICES THROUGHOUT THE PROJECT SITE FOR THE DURATION OF THE
CONSTRUCTION. THE CONTRACTOR SHALL (DAILY OR AS REQUIRED BASIS) INSPECT — PDF ————  PROJECT DEMARCATION FENCE 219 ROBINSON ROAD
AND RECORD FINDINGS OF ALL EROSION AND SEDIMENTATION CONTROL DEVICES TO — WEST FAIRLEE, VT
ENSURE THAT ALL ITEMS ARE IN STABLE CONDITION. IN THE EVENT THAT SAID o G STABILIZED CONSTRUCTION ENTRANCE 05083
ITEMS ARE DETERMINED TO BE IN UNSATISFACTORY CONDITION, THE CONTRACTOR
SHALL RECORD THE UNSATISFACTORY ISSUE, THE DATE OF THE UNSATISFACTORY
FINDING, THE APPROPRIATE CORRECTIVE MEASURE AND THE DATE THE CORRECTIVE
MEASURE WAS COMPLETED. SHEET TITLE
3. ALL DISTURBED AREAS SHALL NOT BE LEFT BARE FOR MORE THAN 10 DAYS,
SHALL BE STABILIZED IN A MANNER TO MITIGATE EROSION OR SEDIMENTATION FROM RESTORATION OF SURFACES NOTES
EXITING THE OR PRIOR TO AN ANTICIPATED RAINFALL EVENT LIMIT OF WORK AND
CONSTRUCTION ACCESS SHALL BE RESTORED IN—KIND UPON COMPLETION OF THE PROJECT. THE MAXIMUM 1. THE CONTRACTOR MUST INSTALL A STABILIZED CONSTRUCTION Access To PRevent | SITE ACCESS PLAN,
AREA ALLOWED TO BE DISTURBED AND LEFT UNSTABILIZED IS ONE ACRE. RUTTING, EROSION, AND TRACKING OF MATERIAL OFFSITE. AT THE COMPLETION OF EPSC AND WETLANDS
WORK, THE CONTRACTOR MUST REMOVE THE GRAVEL AND REGRADE, SEED, AND
4. ALL SLOPES GREATER THAN 1V:3H SHALL BE PROTECTED FROM EROSION WITH MULCH ANY' DISTURBED AREAS.
FROSION CONTROL BLANKETS OR OTHER APPROPRIATE SLOPE STABILIZATION
CONTROL MEASURES PRIOR TO LOAMING, SEEDING AND MULCHING WITHIN 72 2. AT THE COMPLETION OF WORK, THE CONTRACTOR MUST RESTORE ACCESS ROADS
HOURS OF COMPLETION. CONTRACTOR SHALL MAINTAIN EROSION CONTROL AND STAGING AREAS TO PRE—CONSTRUCTION CONDITION. RESTORATION MAY DRAWN BY DATE
PROTECTION UNTIL VEGETATION GROWTH HAS BEEN ESTABLISHED. ALL SLOPE INCLUDE PLACEMENT OF GRAVEL ON EXISTING DRIVES AND / OR APPLICATION OF EBS JAN. 31 2017
STABILIZATION CONTROL MEASURES SHALL BE INSTALLED IN ACCORDANCE WITH TOPSOIL, GRASS SEED, FERTILIZER, AND MULCH AFFECTED GRASSED AREAS, —
- MANUFACTURER’S RECOMMENDATION AND VERMONT BEST MANAGEMENT PRACTICES. REPLACEMENT OF FENCES AND OTHER WORK. CHECKED BY
OBINSON  RoAD ATH 123457
5. ALL SWALES AND DITCHES WITH SLOPES EXCEEDING 5% SLOPE SHALL BE 3. ALL SLOPES AND DISTURBED AREAS SHALL BE GRADED SMOOTH AND FREE OF SROT ENG. &K ARCHIVE #
PROTECTED FROM EROSION WITH MATTING. ALL MATTING SHALL BE INSTALLED IN POCKETS WITH SUFFICIENT SLOPE TO ENSURE DRAINAGE. csE
1 ACCORDANCE WITH MANUFACTURER’S RECOMMENDATION. ALL SWALES AND DITCHES
ﬁ l SHALL BE PROPERLY STABILIZED PRIOR TO DIRECTING FLOW TO THEM. 4. PERMANENT STABILIZATION SHALL BE CONDUCTED ACCORDING TO THE TECHNICAL SHEET NUMBER
SPECIFICATIONS.
6. THE CONTRACTOR SHALL NOT PLACE PERMANENT PLANTING AND SEEDING PRIOR TO
SITE ACCESS PLAN MAY 1ST AND AFTER SEPTEMBER 1ST. TEMPORARY SEEDING SUCH AS WINTER RYE 5. REMOVAL OF EPSC MFASURES SHALL ONLY BE DONE FOLLOWING THE APPROVAL
MAY BE USED OUTSIDE OF THIS PERIOD. OF THE ENGINEER ALL DISTURBANCES CAUSED BY THE REMOVAL SHALL BE
REPAIRED IMMEDIATELY.
100 0O 50 100 200 400 7. ALL WORK MUST BE DONE IN A MANNER, WHICH MINIMIZES THE POTENTIAL FOR
THE DISCHARGE OF SEDIMENT—LADEN WATER.  CONTRACTOR IS RESPONSIBLE FOR
DIVERTING, PUMPING, OR OTHERWISE CONTROLLING WATER AS NECESSARY, SEE
SCALE IN FEET CONTROL OF WATER NOTES. SIEET 7 OF 7




