
DEPARTMENT OF THE ARMY 
US ARMY CORPS OF ENGINEERS 

NEW ENGLAND DISTRICT 
696 VIRGINIA ROAD 

CONCORD MA 01742-2751 

May 17, 2017 

Regulatory Division 
CENAE-RDC-63 
File No. NAE-2017-00215 

Connecticut River Conservancy 
Attn: Mr. Ron Rhodes 
P.O. Box 94 
Pomfret, Vermont 05067 

Dear Mr. Rhodes: 

We have reviewed your application to impact approximately 10,100 sq. ft. (0.23 
acre) of the Ompompanoosuc River in conjunction with the removal of the concrete 
overflow section of the Geer Dam off VT Route 113 in West Fairlee, Vermont. The work 
is shown on the attached plans, in eight sheets, entitled "GEER DAM REMOVAL" 
(dated "1/13/2017" and "JAN. 31 2017"). 

Based on the information you have provided, we have determined that the 
proposed activity, which includes a discharge of dredged or fill material into waters or 
wetlands, will have only minimal individual or cumulative environmental impacts on 
waters of the United States, including wetlands. Therefore, this work is authorized as a 
Category 2 activity under the 'attached Federal permit known as the Vermont General 
Permit (GP). This work must be performed in accordance with the terms and conditions 
of the GP. 

You are responsible for complying with all of the GP's requirements. Please 
review the attached GP carefully, in particular the GP conditions beginning on Page 7, 
to familiarize yourself with its contents. You should ensure that whoever does the work 
fully understands the requirements and that a copy of the permit document AND THIS 
AUTHORIZATION LETTER ARE at the project site throughout the time the work is 
underway. 

This authorization expires on December 6, 2017, unless the GP is modified, 
suspended, or revoked. You must commence or have under contract to commence the 
work authorized herein by December 6, 2017 and complete the work by December 6, 
2018. If you do not, you must contact this office to determine the need for further 
authorization before beginning or continuing the activity. 
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If you change the plans or construction methods for work in our jurisdiction, please 
contact us immediately to discuss modification of this authorization. This office must 
approve any changes before you undertake them. 

This authorization requires you to complete and return the enclosed Work Start 
Notification Form to this office before the anticipated starting date. You must also 
complete and return the enclosed Compliance Certification Form within one month 
following the completion of the authorized work. 

This authorization presumes that the work as described above and as shown on 
your plans noted above is in waters of the U.S. Should you desire to appeal our 
jurisdiction, please submit a request for an approved jurisdictional determination in 
writing to this office. 

This permit does not obviate the need to obtain other Federal, state, or local 
authorizations required by law, as listed on Page 2 of the GP. Performing work not 
specifically authorized by this determination or failing to comply with any special 
condition(s) provided above or all the terms and conditions of the GP may subject you 
to the enforcement provisions of our regulations. 

We continually strive to improve our customer service. In order for us to better 
serve you, we would appreciate your completing our Customer Service Survey located 
at http://corpsmapu.usace.army.mil/cm  ape)df?p=requlatory survey  

Please contact Angela C. Repella of my staff at (802) 872-2893 if you have any 
questions. 

Sincerely, 

FrTi'R J. DelGiudice 
Chief, Permits & Enforcement Branch 
Regulatory Division 

Attachments 
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Copies Furnished: 

Mr. Patrick Ross, P.E. 
River Management Engineer 
Vermont Department of Environmental Conservation 
patrick.rossvermont.gov  

Mr. Ron Rhodes 
Connecticut River Conservancy 
rrhodesctriver.org   

Mr. Chandler Engel 
Dubois & King, Inc. 
cencielRdubois-king.com  
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GENERAL PROJECT NOTES 
THE PURPOSE OF THIS PROJECT IS TO PARTIALLY REMOVE THE GENT DAM TO IMPROVE FISH PASSAGE AND 
SEDIMENT TRANSPORT. 

2. THE 'OWNER" OF THIS PROJECT IS THE CONNECTICUT RIVER WATERSHED COUNCIL IN SOUTH POMFRET, 
VERMONT. 

3. THE OWNER MAY DESIGNATE AN ENGINEER OR OTHER "OWNER'S REPRESENTATIVE" TO MAKE ENGINEERING . 
AND/OR MANAGEMENT DECISIONS. 

4. TOPOGRAPHIC AND PLANIMETRIC DATA SHOWN ON THESE PLANS ARE BASED ON FIELD SURVEY COMPLETED 
BY DUBOIS & KING, INC. ON JUNE 8, 2016. HORIZONTAL DATUM IS NAG 1983 AND VERTICAL IS NAVD88. 
LOCAL VERTICAL DATUM SPECIFIC TO PROJECT SITE BASED ON SURVEY-GRADE CRS. 

5. THE ELEVATIONS, DIMENSIONS, AND LOCATION OF ALL DAM COMPONENTS SHALL BE FIELD VERIFIED BY 
CONTRACTOR. 

6. THE DESIGN ENGINEER OF RECORD IS CHANDLER S. ENGEL, P.E. OF DUBOIS AND KING, AND CAN BE 
REACHED AT 802-728-3376 OR CENGETADUBOIS-KING.COM  

7, THE OWNER'S REPRESENTATIVE MAY MODIFY THE PROPOSED GRADING IF EXISTING FIELD CONDITIONS HAVE 
SIGNIFICANTLY CHANGED OR UNEXPECTED CONDITIONS ARISE (I.E. BEDROCK, LEDGE, OTHER OBSTRUCTIONS, 
ETC.). 

8. WRITTEN DIMENSIONS HAVE PRECEDENCE OVER SCALED DIMENSIONS. THE CONTRACTOR SHALL USE CAUTION 
WHEN SCALING REPRODUCED PLANS, IN CASE OF CONFLICT BETWEEN THIS PLAN SET AND ANY OTHER 

DRAWING OR SPECIFICATION, THE OWNER'S REPRESENTATIVE SHALL BE NOTIFIED IMMEDIATELY FOR 
CLARIFICATION. 

B. THE CONTRACTOR SHALL BE FAMILIAR WITH THE EXISTING CONDITIONS OF THE SITE AND SURROUNDINGS 
PRIOR TO BIDDING ON OR PERFORMING THE WORK. 

10. THE CONTRACTOR SHALL BID AND PERFORM THE WORK FROM A COMPLETE SET OF PLANS AND 
SPECIFICATIONS, AND SHALL NOTIFY THE OWNER'S REPRESENTATIVE OF ANY CONFLICTS WITHIN THE 
CONSTRUCTION DOCUMENTS. 

11. THE CONTRACTOR SHALL BID AND PERFORM THE WORK IN ACCORDANCE WITH ALL LOCAL STATE, AND 
NATIONAL CODES, SPECIFICATIONS, REGULATIONS, STANDARDS, AND DETAILS. 

12. NO DEVIATION OR DEPARTURE FROM THE DESIGN INTENT PRESENTED IN THE CONTRACT DOCUMENTS (PLANS 

AND SPECIFICATIONS) WILL BE ALLOWED UNLESS AUTHORIZED BY THE OWNER'S REPRESENTATIVE. 

13. THE CONTRACTOR MUST RECEIVE PRIOR WRITTEN AUTHORIZATION FROM THE OWNER'S REPRESENTATIVE FOR 
ANY PROPOSED SUBSTITUTIONS FOR ITEMS AND MATERIALS SPECIFIED ON THESE DRAWINGS._ 

14. THE CONTRACTOR IS RESPONSIBLE FOR THE MEANS AND METHODS. OF CONSTRUCTION AND FOR CONDITIONS 
AT THE SITE. THESE PLANS NEITHER EXTEND NOR INCLUDE SYSTEMS PERTAINING TO THE SAFETY OF THE 
CONSTRUCTION CONTRACTOR OR THEIR EMPLOYEES, AGENTS, OR REPRESENTATIVES IN THE PERFORMANCE 
OF THE WORK. THE CONSTRUCTION CONTRACTOR SHALL PREPARE OR OBTAIN THE APPROPRIATE SAFETY 
SYSTEMS WHICH MAY BE REQUIRED BY THE U.S. OCCUPATIONAL SAFETY AND HEALTH ADMINISTRATION 
(OSHA) AND/OR STATE AND LOCAL REGULATIONS. 

15. TOXIC OR HAZARDOUS WASTE IS NOT TO BE STORED OR DISCHARGED ON OR FROM THIS SITE. ALL 
EQUIPMENT IS TO BE REMOVED FROM THE RIVER CHANNEL AND ADJACENT OVERBANK AREAS DAILY OR 
AFTER OPERATIONS ARE COMPLETED. ALL EQUIPMENT IS TO BE STORED IN THE DESIGNATED STAGING AREA 
INDICATED ON THESE DRAWINGS. 

GENERAL CONSTRUCTION  
1. SITE CONDITIONS MAY DIFFER FROM THOSE SHOWN ON THE DRAWINGS DUE TO CURRENT WATER LEVEL IN 

THE RIVER. 

2. LOCATE STAGING AREAS AWAY FROM SENSITIVE AREAS INCLUDING WETLANDS AND STREAM BUFFERS. 

3. CONTRACTOR MUST STAKE OUT LIMITS OF PROPOSED WORK PRIOR TO CONSTRUCTION. 

4. ALL WORK SHALL TAKE PLACE OUTSIDE OF FLOWING WATER TO THE EXTENT PRACTICAL THE CONTRACTOR 
SHALL DIVERT FLOWING WATER FROM THE WORK AREA PRIOR TO DISTURBANCE, UNLESS OTHERWISE 
ALLOWED BY THE CONTROL OF WATER MAN THIS SHEET, OR SUBSEQUENT VERSIONS APPROVED BY THE 
OWNERS REPRESENTATIVE. 

5. IF TURBID WATER IS PUMPED TO DEWATER A WORK AREA, IT SHALL BE DISCHARGED TO AN UPLAND AREA 
GREATER THAN 100 FEET FROM ANY NATURAL WATER BODY. THE CONTRACTOR MAY DISCHARGE TURBID 
WATER IN SEDIMENT FILTER BAGS. THESE FILTER BAGS SHALL BE REMOVED FROM THE SITE ONCE USED. 

6. NO SUBSURFACE INVESTIGATION HAS BEEN CONDUCTED FOR THIS PROJECT. 

SITE ACCESS  

1. SITE ACCESS SHALL BE ALONG THE ROUTE DESIGNATED IN THESE PLANS UNLESS OTHERWISE AUTHORIZED 
IN WRITING BY THE OWNER. 

2. THE PROPOSED ACCESS ROUTE TRAVERSES A WETLAND BUFFER VERY NARROWLY SEPARATING TWO 
IDENTIFIED WETLANDS. THE CONTRACTOR SHALL CLEARLY MARK THE EXTENTS OF THE ACCESS ROUTE WITHIN 
50 FEET OF THE BUFFER TO PREVENT IMPACTS TO WETLANDS. 

3. NO PERMANENT IMPROVEMENT TO THE ACCESS ROUTE IS CURRENTLY PERMITTED. THE CONTRACTOR IS 
ENCOURAGED TO MINIMIZE IMPACT TO THE ROUTE BY LIMITING TRIPS. IF IMPROVEMENTS ARE NECESSARY TO 
PREVENT EXCESSIVE DAMAGE TO THE ROUTE, THE METHOD OF IMPROVEMENT SHALL BE APPROVED BY THE 
OWNER IN WRITING PRIOR TO IMPLEMENTATION: THE USE OF LOW IMPACT METHODS SUCH AS CONSTRUCTION 
MATS IS PREFERRED. 

4. FOLLOWING COMPLETION OF THE WORK, THE ACCESS ROAD SHALL BE RESTORED BY GRADING AND SEEDING 
TO APPROXIMATE PRE-PROJECT CONDITIONS. 

MEETINGS, SUBMITTALS, AND REQUIRED INSPECTIONS  
1. THE CONTRACTOR SHALL ATTEND AN ON-SITE PRE-CONSTRUCTION MEETING PRIOR TO MOBILIZATION OF 

EQUIPMENT AND SHALL BE PREPARED TO DISCUSS SEQUENCE OF OPERATIONS AND EQUIPMENT 
REQUIREMENTS FOR ALL ASPECTS OF THE WORK. 

2. THE OWNERS REPRESENTATIVE IS REQUIRED TO OBSERVE, APPROVE AND DOCUMENT CRITICAL ASPECTS OF 
THE CONSTRUCTION, WHICH WILL BE IDENTIFIED DURING THE PRE-CONSTRUCTION CONFERENCE. FAILURE OF 
THE CONTRACTOR TO PROVIDE AT LEAST 48-HOUR NOTICE PRIOR TO THE INITIATION OF WORK ON CRITICAL 
ASPECTS MAY RESULT IN DELAYS TO THE PROJECT AT NO ADDITIONAL COST TO THE OWNER. 

3. THE CONTRACTOR MUST SUBMIT AN ANTICIPATED WORK SCHEDULE TO THE OWNER'S REPRESENTATIVE PRIOR 
TO THE INITIATION OF WORK AND PROVIDE UPDATES TO THE SCHEDULE EACH WEEK. 

4. IF THE CONTRACTOR INTENDS TO DEVIATE FROM THE CONTROL OF WATER PLAN AND THE CONSTRUCTION 
SEQUENCE PRESENTED ON THESE PLANS, THE CONTRACTOR SHALL SUBMIT PROPOSALS TO THE OWNER'S 
REPRESENTATIVE FOR APPROVAL AT LEAST 14 DAYS PRIOR TO START OF WORK. THE CONTRACTOR 
UNDERSTANDS THAT THE PROPOSALS WILL BE SUBJECT TO REVIEW AND APPROVAL BY REGULATORY 
AGENCIES, AND THE OWNER IS NOT RESPONSIBLE FOR ANY DELAYS CAUSED BY THIS REVIEW OR 
REGULATORY AGENCIES' DISAPPROVAL. 

5 	THE CONTRACTOR MUST SUBMIT MATERIAL SLIPS FOR ALL MATERIALS AND ITEMS USED ON THE PROJECT 
PER THESE DRAWINGS. 

B. THE FOLLOWING REGULATORY CLEARANCES ARE BEING SECURED BY THE OWNER FOR 111IS PROJECT: 

• US ARMY CORPS OF ENGINEERS - SECTION 404 VERMONT GENERAL PERMIT AUTHORIZATION 
VERMONT AGENCY OF NATURAL RESOURCES - WETLANDS PERMIT 

• VERMONT DAM SAFETY PROGRAM - DAM ORDER (AUTHORIZATION FOR DAM REMOVAL) 

THE CONTRACTOR IS RESPONSIBLE FOR FAMILIARIZING HIMSELF WITH THE REQUIREMENTS OF THESE PERMITS 
PRIOR TO BIDDING, AND FOR COMPLYING WITH THEM DURING CONSTRUCTION. 

BOUNDARY NOTES  
1. PARCEL BOUNDARIES ARE APPROXIMATE AND ARE BASED ON DIGITIZED CADASTRAL INFORMATION FROM THE 

VERMONT CENTER FOR GEOGRAPHIC INFORMATION. OAK MAKES NOT CLAIM TO FS ACCURACY OR 
COMPLETENESS. 

2. THE OWNER IS OBTAINING ALL EASEMENTS, RIGHTS OF WAY, AND/OR RELATED PERMISSION FROM 
LANDOWNERS AND ABUTTERS PRIOR TO CONSTRUCTION. 

3. CONTRACTOR MUST STAKE OUT UNITS OF CONSTRUCTION PRIOR TO START OF CONSTRUCTION AND INSTALL 
A DEMARCATION FENCE AS NECESSARY, 

4. ALL CONS1RUC1ION ACTIVITIES SHALL BE PERFORMED WITHIN THE PROPOSED LIMITS OF CONSTRUCTION. ANY 
NEED TO GO BEYOND THESE LIMITS MAY TRIGGER ADDITIONAL PERMITTING REQUIREMENTS WHICH MUST BE 
APPROVED BY THE OWNER IN WRITING. 

UTILITIES  
1. THE LOCATION OF UTILITIES SHOWN ON THESE PLANS, IF ANY, IS APPROXIMATE, AND D&K MAKES NO CLAIM 

TO ITS ACCURACY OR COMPLETENESS. AN  UNDERGROUND UTILITY SURVEY HAS NOT BEEN CONDUCTED FOR 
THIS PROJECT. 

2. PRIOR TO THE START OF CONSTRUCTION, THE CONTRACTOR IS RESPONSIBLE FOR VERIFYING AND 
DETERMINING THE LOCATION, SIZE, AND ELEVATION OF ALL UTILITIES (ABOVE AND BELOW GROUND) WITHIN 
THE PROJECT LIMITS, AND TO TAKE THE NECESSARY PRECAUTIONS TO PROTECT UTILITIES DURING 
CONSTRUCTION. CONTACT DIG-SAFE AT 1-1300-DIG-SAFE (WWW.DIGSAFECOM) AT LEAST 72 HOURS BEFORE 
DIGGING. 

3. THE OWNER SHALL BE NOTIFIED IN WRITING OF ANY UTILITIES FOUND INTERFERING WITH THE PROPOSED 
CONSTRUCTOR, AND APPROPRIATE REMEDIAL ACTION BE SHALL BE DETERMINED AND AGREED UPON BY THE 
OWNER'S REPRESENTATIVE BEFORE PROCEEDING WITH THE WORK. 

DAM REMOVAL  
1. THE INTENT OF THIS PROJECT IS .TO REMOVE THE THREE BAYS OF THE EXISTING DAM, EXTENDING FROM 

THE LEFT EDGE OF THE STEPPED FOOTER ON THE RIGHT ABUTMENT TO THE RIGHT WALL OF THE INTAKE 
STRUCTURE. IN THE AREAS DESIGNATED FOR DEMOLITION, THE REMOVAL SHALL INCLUDE BOTH VISIBLE AND 
CONCEALED PORTIONS OF CONCRETE, STEEL REINFORCEMENT, AND TIMBER IF PRESENT, NO PORTION OF 
THE DAM WITHIN THE REMOVAL LIMITS SHALL BE LEFT IN PLACE WITHOUT WRITTEN APPROVAL FROM THE 
OWNER. 

2. ALL CONCRETE, STEEL, AND OTHER MATERIAL GENERATED FROM THE DAM REMOVAL SHALL BE DISPOSED OF 
AT AN OFF-SITE LOCATION IN COMPLIANCE WITH ALL FEDERAL, STATE AND LOCAL REGULATIONS. THE OWNER 
MAY DIRECT MATERIALS TO BE DISPOSED OF AT A SPECIFIC LOCATION WITHIN THE TOWN OF WEST FAIRLEE. 

3. THE CONTRACTOR SHALL EMPLOY EXTREME CARE WHEN REMOVING CONCRETE IN THE VICINITY OF DAM 
ELEMENTS THAT WILL REMAIN INCLUDING THE CONCRETE RETAINING WALL AND FOOTER ON THE WEST 
ABUTMENT AND THE INTAKE STRUCTURE ON THE EAST ABUTMENT. 

4. THE VERTICAL CUT SHOWN ON THE DRAWINGS ON THE WEST ABUTMENT SHALL BE COMPLETED WITH A WIRE 
SAW OR SIMILAR EQUIPMENT CAPABLE OF ISOLATING THE RETAINING WALL FROM THE DAM PRIOR TO 
ENGAGING IN DAM REMOVAL EFFORTS WHICH MAY DAMAGE THE WALL THE CONTRACTOR MAY PROPOSE AN 
ALTERNATIVE MEANS OF SEPARATING THE RETAINING WALL AND THE DAM, WHICH WOULD BE SUBJECT TO 
REVIEW AND APPROVAL BY THE ENGINEER. 

5. THE FACES OF CONCRETE ALONG THE LIMITS OF DEMOLITION SHALL BE LEFT IN A NEAT CONDITION WITH 
REMAINING SURFACES HAVING LESS THAN 1 INCH OF IRREGULARITY AND ANY REINFORCEMENT CUT FLUSH 
TO THE FACE. 

TEMPORARY STONE FILL 
1. IMPORTED STONE FILL NECESSARY FOR THE TEMPORARY STABILIZATION OF A CONSTRUCTION ACCESS 

AND/OR DAM REMOVAL WORKING PLATFORM SHALL HAVE A GRADATION NO FINER THAN VAOT 'TYPE II STONE 
nu. 

2. ALL IMPORTED STONE FILL SHALL BE COMPLETELY REMOVED FROM THE RIVER FOLLOWING CONSTRUCTION. 

RESTORATION OF SURFACES NOTES  
1. AT THE COMPLETION OF WORK, THE CONTRACTOR MUST REMOVE ANY TEMPORARY FILL MATERIAL' AND 

REGRADE, SEED, AND MULCH THE DISTURBED AREAS AS NEEDED. 

2. AT THE COMPLETION OF WORK, CONTRACTOR SHALL RESTORE ANY CONSTRUCTION/SITE ACCESS, STAGING, 
AND WORK AREAS TO PRE-CONSTRUCTION CONDITIONS. RESTORATION MAY INCLUDE APPLYING TOPSOIL 
GRASS SEED, 'AND MULCH TO AFFECTED LAWN AREAS AND PATCHING PARKING LOT AREAS OR DRIVEWAYS 
THAT MAY HAVE BEEN DAMAGED BY CONSTRUCTION ACTIVITIES. PATCHING SHALL BE DONE WITH A MATERIAL 
MATCHING THAT OF WHAT THE PARKING LOT OR DRIVEWAYS IS MADE OF. NO FILL SHALL BE PLACED IN 
WETLANDS OR WETLAND BUFFERS WITHOUT WRITTEN APPROVAL FROM THE OWNER. 

REVEGETATION NOTES  
1. THE CONTRACTOR SHALL LOAM, SEED, AND MULCH (LOOSE STRAW OR COIN EROSION CONTROL FABRIC) ALL 

DISTURBED AREAS OUTSIDE THE ACTIVE CHANNEL 

2. LOAM, WHICH MAY BE STOCKPILED AT THE START OF CONSTRUCTION IF EXISTING MATERIAL IS SUITABLE, 
SHALL BE PLACED A MINIMUM OF 6 INCHES THICK. 

3. SEED SHALL BE APPLIED AT A RATE OF 50 LB/ACRE. USE A 5D-50 MIX OF NEW ENGLAND EROSION 
CONTROL RESTORATION MIX FOR DRY SITES AND RESTORATION MIX FOR WET SITES BY NEW ENGLAND 
WEILAND PLANTS INC (WWW.NEWP.COM), OR APPROVED EQUIVALENT. 

4. COIR EROSION CONTROL FABRIC SHALL BE INSTALLED ON ANY DISTURBED STREAMBANKS AS SHOWN ON 
PLANS, 

5. LOOSE STRAW MULCH SHALL BE APPLIED TO REMAINING DISTURBED SURFACES AT A RATE OF 2 TONS PER 
ACRE. A 10D% BIODEGRADABLE FABRIC WITH NO PLASTIC COMPONENTS MAY BE SUBSTITUTED. 
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CONTROL OF WATER NOTES 
1. THE CONTRACTOR SHALL AT ALL TIMES MAKE A REASONABLE EFFORT TO WORK OUTSIDE OF FLOWING WATER 

AND TO LIMIT THE DISCHARGE OF TURBID WATER. 

2. A TEMPORARY COFFER DAM OR CULVERT WILL BE NECESSARY TO ISOLATE FLOWING WATER FROM SEDIMENT 
REMOVAL AND DAM REMOVAL ACTIVITIES. 

3. THE CONTRACTOR MAY PROPOSE A CONTROL OF WATER PLAN THAT DIFFERS FROM THAT SHOWN AND 
DESCRIBED ON THESE PLANS. SEE SUBMITTAL NOTES THIS SHEET. 

CONSTRUCTION SEQUENCE 
THE DAM REMOVAL SHALL BE ACCOMPLISHED IN ACCORDANCE WITH THIS PROPOSED CONSTRUCTION SEQUENCE. 
CONTRACTOR'S PROPOSED DEVIATIONS FROM THIS SEQUENCE MUST BE APPROVED IN WRITING BY THE OWNER AND 
MAY ALSO REQUIRE REGULATORY APPROVAL 

1. INSTALL TEMPORARY EROSION CONTROLS AND DEMARCATION FENCE AND FLAGGING TO DELINEATE THE 
ALLOWABLE WORK AREA, STAGING AREA AND ACCESS ROUTE WITHIN 5D FEET OF THE WETLAND/ WETLAND 
BUFFER AREAS SHOWN ON THE PLANS. 

2. CONSTRUCT TEMPORARY EQUIPMENT ACCESS ON EAST BANK. PLACE TEMPORARY STONE FILL AS NECESSARY 
TO CONSTRUCT AN ACCESS RAMP PROTECTING EXISTING PENSTOCK AND A WORKING PLATFORM DOWNSTREAM 
OF THE DAM. 

3. INSTALL COFFERDAM A, AS SHOWN ON THE EPSC PLAN, TO DIVERT FLOW TO THE EAST BANK UPSTREAM 
OF THE DAM. 

4. INSTALL COFFERDAM B, AS SHOWN ON THE EPSC PLAN, TO DIVERT FLOW TO THE EAST BANK DOWNSTREAM 
OF THE DAM. 

5. NOTCH BAY 3 OF THE DAM TO LOWER THE WATER SURFACE UPSTREAM. WIDEN NOTCH TO PERMIT 
EQUIPMENT ACCESS UPSTREAM OF THE DAM THROUGH BAY 3. 

B. STABILIZE CHANNEL ALONG THE EAST BANK BETWEEN THE DOWNSTREAM END OF THE BRIDGE AND THE DAM 
USING SANDBAGS OR A CULVERT. 

7. EXCAVATE SEDIMENT TO EXPOSE THE UPSTREAM FACE OF THE DAM. 

8. MAKE VERTICAL CUT ON WEST ABUTMENT OF THE DAM. 

9. BREAK APART AND REMOVE THE CONCRETE DAM ELEMENTS WITHIN THE LIMITS SHOWN ON THE PLAN. 

10. REMOVE THE CONTROL OF WATER DEVICES AND ANY TEMPORARY STONE FILL. 

11. GRADE, STABILIZE AND RESEED DISTURBED STREAM BANKS. 

12. GRADE, STABILIZE AND RESEED DISTURBED SURFACES INCLUDING STAGING AREAS, MATERIAL STOCKPILES 
AND THE ACCESS ROUTE. 

13. REMOVE TEMPORARY EROSION CONTROLS AND DEMARCATION FENCE. 

DATE 

JAN. 31 2017 

D&K PROJECT 

123457 
DCV ARCHIVE. 
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1. THE CONTRACTOR SHALL IMPLEMENT EROSION PREVENTION AND SEDIMENT CONTROL 
MEASURES IN ACCORDANCE WITH THE STATE OF VERMONT'S LOW RISK SITE 
HANDBOOK. 

2. THE CONTRACTOR SHALL CONSTRUCT AND MAINTAIN EROSION AND SEDIMENTATION 
CONTROL DEVICES THROUGHOUT THE PROJECT SITE FOR THE DURATION OF THE 
CONSTRUCTION. THE CONTRACTOR SHALL (DAILY OR AS REQUIRED BASIS) INSPECT 
AND RECORD FINDINGS OF ALL EROSION AND SEDIMENTATION CONTROL DEVICES TO 
ENSURE THAT ALL ITEMS ARE IN STABLE CONDMON. IN THE EVENT THAT SAID 
ITEMS ARE DETERMINED TO BE IN UNSATISFACTORY CONDITION, THE CONTRACTOR 
SHALL RECORD THE UNSATISFACTORY ISSUE, THE DATE OF THE UNSATISFACTORY 
FINDING, THE APPROPRIATE CORRECTIVE MEASURE AND THE DATE THE CORRECTIVE 
MEASURE WAS COMPLETED. 

3. ALL DISTURBED AREAS SHALL NOT BE LEFT BARE FOR MORE THAN 10 DAYS, 
SHALL BE STABIUZED IN A MANNER TO MMGATE EROSION OR SEDIMENTATION FROM 
EXITING THE OR PRIOR TO AN -ANTICIPATED RAINFALL EVENT LIMIT OF WORK AND 
SHALL BE RESTORED IN—KIND UPON COMPLETION OF THE PROJECT. THE MAXIMUM 
AREA ALLOWED TO BE DISTURBED AND LEFT UNSTABILIZED IS ONE ACRE. 

4. ALL SLOPES GREATER THAN 1V:3H SHALL BE PROTECTED FROM EROSION WITH 
EROSION CONTROL BLANKETS OR OTHER APPROPRIATE SLOPE STABIUZATION 
CONTROL MEASURES PRIOR TO LOAMING, SEEDING AND MULCHING WITHIN 72 
HOURS OF COMPLETION. CONTRACTOR SHALL MAINTAIN EROSION CONTROL 
PROTECTION UNTIL VEGETATION GROWTH HAS BEEN ESTABUSHED. ALL SLOPE 
STABIUZATION CONTROL MEASURES SHALL BE INSTALLED IN ACCORDANCE WITH 
MANUFACTURER'S RECOMMENDATION AND VERMONT BEST MANAGEMENT PRACTICES. 

5. ALL SWALES AND DITCHES WITH SLOPES EXCEEDING 55 SLOPE SHALL BE 
PROTECTED FROM EROSION WITH MATTING. ALL MATTING SHALL BE INSTALLED IN 
ACCORDANCE WITH MANUFACTURER'S RECOMMENDATION. ALL SWALES AND DITCHES 
SHALL BE PROPERLY STABILIZED PRIOR TO DIRECTING FLOW TO THEM. 

EROSION *CONTROL LEGEND  

SF 	SF  	SILT FENCE 

	PDF 	  PROJECT DEMARCATION FENCE 

STABILIZED CONSTRUCTION ENTRANCE 

RESTORATION OF SURFACES NOTES  

1. THE CONTRACTOR MUST INSTALL A STABILIZED CONSTRUCTION ACCESS TO PREVENT 
RUTTING, EROSION, AND TRACKING OF MATERIAL OFFSRE. AT THE COMPLETION OF 
WORK, THE CONTRACTOR MUST REMOVE THE GRAVEL AND REGRADE, SEED, AND 
MULCH ANY DISTURBED AREAS. 

2. AT THE COMPLETION OF WORK, THE CONTRACTOR MUST RESTORE ACCESS ROADS 
AND STAGING AREAS TO PRE—CONSTRUCTION CONDITION. RESTORATION MAY 
INCLUDE PLACEMENT OF GRAVEL ON EXISTING DRIVES AND / OR APPLICATION OF 
TOPSOIL GRASS SEED, FERTILIZER, AND MULCH AFFECTED GRASSED AREAS, 
REPLACEMENT OF FENCES AND OTHER WORK. 

3. ALL SLOPES AND DISTURBED AREAS SHALL BE GRADED SMOOTH AND FREE OF 
POCKETS WITH SUFFICIENT SLOPE TO ENSURE DRAINAGE. 

4. PERMANENT STABILIZATION SHALL BE CONDUCTED ACCORDING TO THE TECHNICAL 
SPECIFICATIONS. 

6. THE CONTRACTOR SHALL • NOT PLACE PERMANENT PLANTING AND SEEDING PRIOR TO 
MAY 1ST AND AFTER SEPTEMBER 1ST. TEMPORARY SEEDING SUCH AS WINTER RYE 
MAY BE USED OUTSIDE OF THIS PERIOD. 

7. ALL WORK MUST BE DONE IN A MANNER, WHICH MINIMIZES THE POTENTIAL FOR 
THE DISCHARGE OF SEDIMENT—LADEN WATER. 	CONTRACTOR IS RESPONSIBLE FOR 
DIVERTING, PUMPING, OR OTHERWISE CONTROWNG WATER AS NECESSARY, SEE 
CONTROL OF WATER NOTES. 

5. REMOVAL OF EPSC MEASURES SHALL ONLY BE DONE FOLLOWING THE APPROVAL 
OF THE ENGINEER ALL DISTURBANCES CAUSED BY THE REMOVAL SHALL BE 
REPAIRED IMMEDIATELY. 

SITE ACCESS PLAN  
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US Army Corps 
of Engineers 
New England District WORK START NOTIFICATION FORM 

*********************************************************************************************** 

* MAIL TO: U.S. Army Corps of Engineers, New England District 
Vermont Project Office 
11 Lincoln Street, Room 210 
Essex Junction, Vermont 05452 

*********************************************************************************************** 

Corps of Engineers Permit No. NAE-2017-00215 was issued to the Connecticut River 
Conservancy. The permit authorized the permittee to impact approximately 10,100 sq.  
ft. (0.23 acre) of the Ompompanoosuc River in conjunction with the removal of the  
concrete overflow section of the Geer Dam off VT Route 113 in West Fairlee, Vermont.  

The people (e.g., contractor) listed below will do the work, and they understand the 
permit's conditions and limitations. 

PLEASE PRINT OR TYPE 

Name of Person/Firm: 

Business Address: 

Telephone Numbers: ( 	( 	)  

Proposed Work Dates: 	Start 	  Finish 	  

Permittee's Signature: 	  Date: 	  

Printed Name: 	 Title: 

****************************************************************************** 

FOR USE BY THE CORPS OF ENGINEERS 

PM: 	Angela C. Repella 	 Submittals Required: No 

Inspection Recommendation: 	  



 

US Army Corps 
of Engineers 0 

New England District (Minimum Notice: Permittee must sign and return notification 
within one month of the completion of work.) 

COMPLIANCE CERTIFICATION FORM 

USAGE Project Number: NAE-2017-00215  

Name of Permittee: Connecticut River Conservancy 

Permit Issuance Date: May 17, 2017  

Please sign this certification and return it to the following address upon completion of the 
activity and any mitigation required by the permit. You must submit this after the 
mitigation is complete, but not the mitigation monitoring, which requires separate 
submittals. 

*********************************************************************************************** 

* MAIL TO: U.S. Army Corps of Engineers, New England District 
Vermont Project Office 
11 Lincoln Street, Room 210 
Essex Junction, Vermont 05452 

*********************************************************************************************** 

Please note that your permitted activity is subject to a compliance inspection by an U.S. 
Army Corps of Engineers representative. If you fail to comply with this permit you are 
subject to permit suspension, modification, or revocation. 

I hereby certify that the work authorized by the above referenced permit was 
completed in accordance with the terms and conditions of the above referenced 
permit, and any required mitigation was completed in accordance with the permit 
conditions. 

Signature of Permittee 	 Date 

Printed Name 	 Date of Work Completion 

Telephone Number 
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